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Sty le

Nominal Thickness

Min Thicness (Min Ave)

Asper ity  Height

Density

Tensile Strength

Tear  Resistance

Stress Cracking

Puncture Resistance

Carbon B lack Content

Carbon B lack Dispersion

Oxidative Induction Time

HPOIT

Oven aging at 85  C HPOIT - 
% retained after  90 days

D5199 1.0 mm 1.5 mm 2.0 mm 2.5 mm 3.0 mm 0.96 mm 1.45 mm 1.90 mm

0.96 mm 1.45 mm 1.93 mm 2.42 mm 2.90 mm

D1505/D792  0.94 mg/l  0.94 mg/l  0.94 mg/l  0.94 mg/l  0.94 mg/l  0.94 mg/l  0.94 mg/l  0.94 mg/l

D1004
29 lbs 44 lbs 58 lbs 72 lbs 84 lbs 28 lbs 42 lbs 56 lbs
130 N 195 N 260 N 320 N 374 N 125 N 187 N 249 N

D4833
74 lbs 123 lbs 157 lbs 185 lbs 225 lbs 60 lbs 90 lbs 120 lbs
330 N 550 N 700 N 825 N 1000 N 267 N 400 N 534 N

D5596 Cat 1 or 2 Cat 1 or 2 Cat 1 or 2 Cat 1 or 2 Cat 1 or 2 Cat 1 or 2 Cat 1 or 2 Cat 1 or 2

D8117 150 mins 150 mins 150 mins 150 mins 150 mins 150 mins 150 mins 150 mins

D5721
80% 80%

UV Resistance

High Pressure OIT (min. 
ave.) - % retained after  90 
daysMaximum Continuous use 

Temperature1

Roll Dimension-Width

Roll Dimension-Length

JINSEED HDPE Minimum Properties

ASTM
HDPE 1.0mm HDPE 1.5mm HDPE 2.0mm HDPE 2.5mm HDPE 3.0mm HDPE 40 HDPE 60 HDPE 80

Smooth Smooth Smooth Smooth Smooth Textured Textured Textured

80% 80% 80% 80% 80% 80%
D5885

60°C 60°C 60°C 60°C 60°C 60°C 60°C 60°C

8.0 m

210 m 140 m 105 m 84 m 70 m 130 m 100 m 80 m

D7466 0.4 mm 0.4 mm 0.4 mm

D6693
16 kN/m 24 kN/m 32 kN/m 39 kN/m 47 kN/m 15 kN/m 22 kN/m 29 kN/m

Yield Strength

Break Strength 28 kN/m 40 kN/m 53 kN/m 70 kN/m 85 kN/m 10 kN/m 16 kN/m 21 kN/m

Yield Elongation
12% 12% 12% 12% 12% 12% 12% 12%

33 mm Gauge Length
Break Elongation

700% 700% 700% 700% 700% 100% 100% 100%
50 mm Gauge Length

D5397 800 Hours 800 Hours 800 Hours 800 Hours 800 Hours 800 Hours 800 Hours 800 Hours

D6370 2.0-3.0 % 2.0-3.0 % 2.0-3.0 % 2.0-3.0 % 2.0-3.0 % 2.0-3.0 % 2.0-3.0 % 2.0-3.0 %

D5885 500 mins 500 mins 500 mins 500 mins 500 mins 500 mins 500 mins 500 mins

D7238

50% 50% 50% 50% 50% 50% 50% 50%
D5885
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