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SPECIFICATION

FEATURE

GJOJTI

CMBDL XIJUF DVTUPNJ[FE

SPMM!MFOHUI!)n*

61 86 211 236 261 286 311

SPMM!XJEUI!)n*

3/1 4/1 5/1 6/1 7/1

HSBN!XFJHIU!)htn*

211 311 411 511 611 711 811 911
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APPLICATION

SPBET ESBJOBHF!TZTUFN SBJMXBZT FSPTJPO!DPOUSPM!TZTUFN DBOBMT CBTJOT!BOE!EBNT UVOOFMT

x
x
x
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 D5261 125 g/ m² 150 g/ m² 180 g/ m² 200 g/ m² 250 g/ m² 285 g/ m² 325 g/ m² 400 g/ m² 500 g/ m² 600 g/ m²

1m，2m,  3m, 6m

D4632  590 N  690 N  830 N 880 N 1200 N 1350 N 1600 N 2050 N 2500 N 3000 N

D4632 50±25% 50±25% 50±25% 50±25% 50±25% 50±25% 50±25% 50±25% 50±25% 50±25%

D4595 9.5(±0.5) KN/m 12(±0.5) KN/m 13(±0.5) KN/m 15(±0.5) KN/m 20(±0.5) KN/m 21(±0.5) KN/m 23(±0.5) KN/m 27(±0.5) KN/m 34(±0.5) KN/m 39(±0.5) KN/m

D4595 30-80% 30-80% 30-80% 30-80% 30-80% 30-80% 30-80% 30-80% 30-80% 30-80%

D4533 245 N 280 N 290 N 360 N 460 N 480 N 550 N 650 N 820 N 950 N

D4355 ≥ 75% ≥ 75% ≥

Physical Properties ASTM 125 150 180 200 250 285 325 400 500 600

D5199 1.1 mm

Mechanical Properties

Grab Tensile    MD

D4632 600 N 720 N 850 N 900 N 1210 N 1380 N 1600 N 2050 N 2550 N 3015 N

Grab Elong.    CMD

D4595 9.5(±0.5)KN/m 11(±0.5) KN/m 13(±0.5) KN/m 15(±0.5) KN/m 19(±0.5) KN/m 21(±0.5) KN/m 23(±0.5) KN/m 27(±0.5) KN/m 34(±0.5) KN/m 39(±0.5) KN/m

Tensile Srength   TD

Tensile Elong. CMD

D4533 240 N 265 N 270 N 350 N 450 N 470 N 540 N 610 N 800 N 920 N

Trapezoid Tear Strength   TD

D6241 1500 N 1850N 1950 N 2500 N 3100 N 3300 N 3800 N 4600 N 6100 N 7500 N

UV Resistance @ 500 hrs

Hydraulic Properties

Apparent Opening Size O90 D4751 0.11 mm 0.11 mm 0.1 mm 0.1 mm 0.1 mm 0.09 mm 0.09 mm 0.09 mm 0.08 mm 0.08 mm

Form of Supply - 

Non-woven Geotextiles Properties

40 HQ Container

Width D4751 6 m 6 m 6 m 6 m 6 m 6 m 6 m 6 m 6 m 6 m

Area D4751 2040 m2 1680 m2 1500 m2 1320 m2 1080 m2 930 m2 810 m2 660 m2 540 m2 450 m2

40 HQ LOADING D4751 10200 kg 10080 kg 10800 kg 10560 kg 10800kg 10602 kg 10530 kg 10560 kg 10800 kg 10800 kg

Mass per unit area

Roll width

 75% ≥ 75% ≥ 75% ≥ 75% ≥ 75% ≥ 75% ≥ 75% ≥ 75%

D4491 2.3 sec‐1 2.2 sec‐1s 1.6 sec‐1 1.6 sec‐1 1.6 sec‐1 1.4 sec‐1 1.4 sec‐1 1.4 sec‐1 1.3 sec‐1 1.3 sec‐1

D4491 340 m 280 m 250 m 220 m 180 m 155 m 135 m 110 m 90 m 75 m

D4491 255 kg 252 kg 270 kg 276 kg 277.5 kg 273 kg 263.25 kg 264 kg 270 kg 270 kg

Thickness 1.3 mm 1.5 mm 1.7 mm 2.0 mm 2.3 mm 2.6 mm 3.0 mm 3.9 mm 4.4 mm

Grab Tensile    TD

Tensile Srength   MD

Trapezoid Tear Strength   MD

CBR Puncture Strength

Permittivity

Length

Weight of roll


